
datasheet

nero opaco / matt black

bianco opaco / matt white

1146 75

75

DIMENSIONI
dimensions

CCT SISTEMA OTTICO
optical system

POTENZA
power

FLUSSO LUMINOSO
luminous flux

L 1146

3000 K
UP LIGHT diffuser 24 W 4150 lm

DOWN LIGHT 50° / 80° 23 W 4200 lm

4000 K
UP LIGHT diffuser 24 W 4350 lm

DOWN LIGHT 50° / 80° 23 W 4400 lm

TUNABLE WHITE
UP LIGHT diffuser available soon available soon

DOWN LIGHT 50° / 80° available soon available soon

MATERIALE / MATERIAL
Estruso di alluminio verniciato, diffusore in PMMA satinato
Coated aluminium extruded, satin PMMA diffuser

MONTAGGIO / MOUNTING
Sospensione
Suspension

SORGENTE LUMINOSA / LIGHT SOURCE
LED

TIPOLOGIA OTTICA / OPTICAL TYPE
Lenti dark-light (down light) - diffusore in PMMA satinato (up light)
Dark light lens (down light) - satin PMMA diffuser (up light)

TECNOLOGIE DISPONIBILI / AVAILABLE TECHNOLOGIES
On - off. Su richiesta: Driver DALI - Modulo esterno CASAMBI
On - off. On request: DALI driver - CASAMBI external module
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